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AS ARBEITSSCHUTZ GMBH | HEINRICH-HERTZ-STR. 11 | 50181 BEDBURG | GERMANY
TELEFON: +49 2272 9060 0 | FAX: +49 2272 9060 90 | E-MAIL: info@nitras.de | WEB: www.nitras.de

GESCHÄFTSFÜHRER: Jens Thome, Ingo Kielholtz | HRB 40080 | Gerichtsstand Köln | USt.-IdNr.: DE121851940

TECHNICHAL DATASHEET

1409W // DRIVER WINTER
MATERIAL Cow grain leather, grey
COATING -
SIZE(S) 8-12
PACKAGING UNIT 60 pairs
CERTIFICATION EN 388, EN 511

DESCRIPTION
NITRAS DRIVER WINTER, cow grain leather gloves, with elastic at the back of the hand, full winter lining including cu� , wing thumb, large style, 
perfect  � t, high quality

Material Colour
Palm Cow grain leather grey
Index � nger and thumb Cow grain leather grey
Back of the hand Cow grain leather grey
Fingertips Cow grain leather grey
Cu�  / knitted wrist Cow grain leather grey

Size: 8 9 10 11 12
Hem colour: orange white yellow black green
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EN 420:2003 + A1:2009 Test parameter Performance level Test result
Dexterity 1-5 5

EN 388:2016 Test parameter Performance level Test result

3132X

Abrsion resistance 1-4 3
Blade cut resistance (Coupe-Test) 1-5 1
Tear resistance 1-4 3
Puncture resistance 1-4 2
Blade cut resistance (TDM) A-F X

EN 511:2006 Test parameter Performance level Test result

01X

Resistance convective cold 1-4 0
Resistance to contact cold 1-4 1
Penetration by water 0-1 X


